






Jumper�ON-Frequency�A(make�sure�RX�is�the�same)

Jumper�OFF-Frequency�B(make�sure�RX�is�the�same)

L Jumper�ON-High�transmitter�power

M Jumper�ON-Medium�transmit�power

S Jumper�ON-Low�transmit�power

Jumper�OFF�ALL-Very�Low�Power

Jumper�ON-Frequency�A(make�sure�TX�is�the�same)

Jumper�OFF-Frequency�B(make�sure�TX�is�the�same)

Jumper�ON-Synchronization�cable�NOT�used(only�when�less�than�3�pairs�installation�in�a
same�line�or�plane)

Jumper�OFF-Synchronization�cable�used

Jumper�ON-Receiver�buzzer�sound

Jumper�OFF-Receiver�buzzer�Not�sound

L Jumper�ON-High�transmitter�power

M Jumper�ON-Medium�transmit�power

S Jumper�ON-Low�transmit�power

Jumper�OFF�ALL-Very�Low�Power

NC Jumper�on�NC-NC�output

NO Jumper�on�NO-NO�output

FS1 Jumper�ON-2�beams�instant�alarm�mode,0.1s�to�recover

FS2 Jumper�ON-1�beam�alarm�mode,2s�to�recover

FS3 Jumper�ON-1�beam�instant�alarm�mode,0.1s�to�recover

J4

J66

J22

J22�is�empty�by�default,�special�functions�refer�to�FS1,�FS2,�FS3
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